STAINLESS STEEL THREADED ROD

Features:
- Compatible with Calbrite™ stainless steel rod couplings
- Manufactured in both type 304 and 316 stainless to meet any stringent sanitary condition
- Polished with standard “brite” finish to increase corrosion resistance and aesthetic appearance
- Excellent strength and durability
- Manufactured in 12’ lengths

Certifications and Compliances:
- National Coarse (USS) and UN-8

Applications:
Designed for hanging, connecting, clamping, and supporting in electrical, heating and plumbing applications.

Industries Commonly Served:
- Food & Beverage Production
- Marine & Coastal Facilities
- Chemical Plants
- Water & Wastewater Treatment
- Pharmaceuticals & Cosmetics
- Refining & Extraction Sites
- Petrochemical Operations
- Pulp & Paper Mills
- Along with other corrosive environments

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Size</th>
<th>Grade</th>
<th>Threads per inch</th>
<th>Weight per 100' (lbs)</th>
</tr>
</thead>
<tbody>
<tr>
<td>S4021ZTR00</td>
<td>1/4&quot;</td>
<td>304SS</td>
<td>20</td>
<td>12.3</td>
</tr>
<tr>
<td>S4031ZTR00</td>
<td>3/8&quot;</td>
<td>304SS</td>
<td>16</td>
<td>29.6</td>
</tr>
<tr>
<td>S4051ZTR00</td>
<td>1/2&quot;</td>
<td>304SS</td>
<td>13</td>
<td>53.9</td>
</tr>
<tr>
<td>S6021ZTR00</td>
<td>1/4&quot;</td>
<td>316SS</td>
<td>20</td>
<td>12.3</td>
</tr>
<tr>
<td>S6031ZTR00</td>
<td>3/8&quot;</td>
<td>316SS</td>
<td>16</td>
<td>29.6</td>
</tr>
<tr>
<td>S6051ZTR00</td>
<td>1/2&quot;</td>
<td>316SS</td>
<td>13</td>
<td>53.9</td>
</tr>
</tbody>
</table>

All dimensions are for informational purposes only • Tolerances +/- 5%